SKU:H200006

USER MANUAL

Concealed Bathroom Shower Set

Thank you for shopping with Hernest, please read this user manual thoroughly for your full understanding, installing, and application of the product. Please have this user manual well-reserved
for future reference.

Caution
Please consu lt the professionals before installation or repairing. The company takes no liabilities for any damage or
injuries that occur during the installation of the pipes, ﬂoor, wall and tub.

Before Installation
Check the package and ensure that all parts are included. If any part is missing or damaged, please contact us.
Do not disassemble the main body, as it has been installed & commissioned correctly & precisely before leaving
the factory.
Shut off the main water supply before the installation.
Do ﬂush the water supply lines to remove any dirt and debris before installation (IMPORTANT).
Make sure to connect the hot/cold inlet pipe correctly. If standing in front, usually the hot water pipe connects to
the left and the cold water pipe to the right.
Check for leaks and make sure every joint is safely sealed after the installation,
Turn on the water supply and ﬂush the water pipes for 3 minutes to make sure it works well before putting it
into use.
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Tools And Materials

Plumbers Tape

Tape Measure

Level

Adjustable Wrench

Wood Blocking

Soldering Kit(for copper pipe)

Hexagon Wrench

Drill

1/2'' Test Plug

Step 1:Valve Installation
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To prepare for installation, wood blocking should be installed between the two studs where the valve will
mount. Use the guide printed on the valve's protective sleeve as a reference when installing the wood
blocking.
IMPORTANT: The thickness of the ﬁnished wall materials should be considered, such as tile, when calculating measurements. If the ﬁnished wall extends beyond the maximum guideline marked, the trim pieces will
not be installed.
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Fix the valve to the prepared wood blocking using the provided hardware. Ensure that the hot outlet is
pointing to the left, and the cold outlet is pointing to the right. Use a level to ensure that the valve is installed
straight.
TIP:Leave the protective sleeves on the valve stems before your ﬁnished wall is complete, and you are ready
to install the trim pieces.

Overhead shower
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Place, assemble, and connect all in-wall piping with the shower valve. Make connections appropriately
according to the type of pipe that is being used for copper pipe, and soldering will be required and should be
ﬁnished by a licensed plumber. Apply plumber's tape to any threaded connections if applicable. Install some
wood blocking if necessary to support the piping and valve.
NOTES:
Female ﬁttings will need to be installed where the shower arm will mount
The piping for the overhead shower should be connected to the bottom outlet of the rough-in valve .
Piping for the hand held shower should connect to the top
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Once all piping is routed and connections have been ﬁnished, use a/2 test plug to perform a water pressure
test. Turn on the main water supply to your home and water test the installed plumbing. Ensure that there
are no leaks, then shut off the water supply and remove the test plug.
NOTE:Water pressure testing should be performed by a licensed plumber if you are not familiar with this
procedure.
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STOP

IMPORTANT: COMPLETE THE CONSTRUCTION OF YOUR WALL, INCLUDING ANY FINISHED WALL MATERIALS SUCH AS TILE. BEFORE PROCEEDING WITH THE REST OF THE INSTALLATION.

Step 2: Trim Installation
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Once the ﬁnished wall is complete,
remove the protective sleeves from the
valve. If the test plug has not yet been
removed, remove that as well.
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Remove the decorative screw cover from
the valve handle. Put the handle onto
the valve stem and screw it by tightening
the set screw with the provided hex
wrench. Reinsert the screw cover to
conceal the screw.
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Fix the decorative back plate onto the
shower arm, and install the shower arm
by threading it into its corresponding
female ﬁtting. Apply thread sealant or
plumber's tape to the threads before
tightening. Hand tighten it ﬁrmly.
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Install the shower head with the provided swivel Joint. Once it's ﬁxed, tighten
the set screw placed on the swivel joint
by using the provided hex wrench.
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Turn the main water supply back on, and
test the completed shower system.
Ensure that there are no leaks and all
functions are performed properly.

Put the decorative back onto the valve.
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After-Sale Service
If you have any issues with the product, please feel free to contact us online or by phone for customer service.
Phone No.: (909) 430-1666
Service E-mail: service@hernest.com

For more detail information, please check out www.hernest.com
It will be our pleasure to have your visit.

www.hernest.com
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